
93

THEATRICAL / STUDIOOVATION H-55WW

Ovation H-55WW is a small and silent, convection 
cooled LED house light with a punchy warm white 
output and a high CRI, ideal for theatres, worship 
venues and recital halls or any other application 
with a smaller trim height. The unit also features 
16-bit dimming, RDM and W-DMX control as well as
adjustable PWM to prevent flickering on televised
performances. Interchangeable lenses for height
adjustment are another indispensable feature in
theatrical and house of worship applications. For
even more versatility, the yoke can be completely
removed, and the fixture suspended, pendant style,
from a loop on the back plate.

Available in black or white.

OUTPUT
Source 1 LEDs (WW) 129.5 W, (1.45 A), 3157 K, 50,000 hours 
CRI 93
Installed Optic(s) 25°, 45°, 65° lens, 80° Filter
Beam Angle 25° Lens 24°
Beam Angle 45° Lens 30°
Beam Angle 65° Lens 39°
Beam Angle 80° Filter 41°
Field Angle 25° Lens 39°
Field Angle 45° Lens 58°
Field Angle 65° Lens 73°
Field Angle 80° Filter 126°
Lumens 25° Lens 4,079
Lumens 45° Lens 4,007
Lumens 65° Lens 3,797
Lumens 80° Filter 3,314
Illuminance 25° Lens 728 lux  @ 5 m
Illuminance 45° Lens 400 lux  @ 5 m
Illuminance 65° Lens 212 lux  @ 5 m
Illuminance 80° Filter 131lux  @ 5 m
Color Temperature 3157 K

ELECTRICAL
Voltage Range 101 to 240 VAC, 50/60 Hz (auto-ranging)
Power Consumption 120 V, 60 Hz 60 W, 0.50 A 
Power Consumption 230 V, 50 Hz 63 W, 0.27 A

CONTROL
Control Channels DMX: 1, 2 or 5
Protocols DMX, W-DMX, RDM
RDM Yes
Selectable PWM Yes

PHYSICAL
Dimensions 13.14 x 6.92 x 4.52 in (334 x 176 x 115 mm)
Weight with Lens Tube 7.4 lb (3.4 kg)
Power Connection Bare-wired

Control Connection 5-pin XLR DMX input and output connectors, 
terminal block input and output connectors

LISTINGS
Certification(s) CE, MET, FCC
Environment IP20, dry location

INCLUDED ACCESSORIES

Lensing 25°, 45°, 65° Lens, 80° Filter, Egg Crate, Recess 
Mount Kit, Sconce Mount Kit

OPTIONAL ACCESSORIES
Data Cables 5-pin XLR DMX cables
Fixture Hardware SC-07 (Safety Cable), 80º filter, Egg crate
Professional Clamps CTC-50HC, CTC-50HCN, CTC-50G (See page 130)

NEW

Houselight Recess Kit Egg Crate Grill
INCLUDED INCLUDED

OVATION SP-300CW
OUTPUT

Source 1 LED (CW) 260 W, (3.6 A) 50,000 hours

CRI 88

Beam Angle 10° to 14°

Field Angle 10° to 18°

Zoom Angle 10° to 18°

Illuminance (9°): 17,296 lux @ 5 m; (17°): 7,330 lux @ 5 m

Color Temperature 5524 K

ELECTRICAL

Voltage Range 100 to 240 VAC, 50/60 Hz (auto-ranging)

Power Consumption 120 V, 60 Hz 249 W, 2.08 A 

Power Consumption 230 V, 50 Hz 260 W, 1.10 A

CONTROL

Protocols Manual Control

PHYSICAL

Dimensions (Fixture only) 44.7 x 13.9 x 15.8 in (1,137 x 354 x 403 mm)

Weight (Fixture only) 49 lb (22.2 kg)

Power Connection Seetronic® Powerkon IP65  power input connector 

LISTINGS

Certification(s) CE, MET

Environment IP20, dry location

INCLUDED ACCESSORIES

Hardware Starter pack of gels

OPTIONAL ACCESSORIES

Power Cables Seetronic® Powerkon IP65 extension cables

Ovation SP-300CW is a quiet, medium throw LED
powered followspot that projects a crisp cool white 
beam. On board manual dimming and a full-blackout 
iris are standard for beam control along with smooth 
manual sliders for zoom and focus to adjust from a spot
to a flood. A 6-slot manual boomerang is attached to 
the front of the unit to add your favorite gel colors and 
provide quiet color changing.

Stand Included.

6-position, removable 
color changer

65°, 45° and 25° lenses and  80º filter

INCLUDED

Item codes:
OVATIONH55WWWHT
OVATIONH55WWBLK

Item Code: OVATIONSP300CW 




