
* This unit does not support Build-up Units. When using box lenses, a lens supporter from the lens manufacturer is required.

High-quality images that exceed expectations. 

4K studio camera with high sensitivity,

 low noise and excellent color reproduction 

* Speci�cations are subject to change without notice.
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* Dimensions are for LEMO connector model.

Unit: mm(inches)

As of October, 2020

AK-MSU1000GJ■

400.6 (15-25/32)

465 (18-5/16)
482 (18-31/32)

14
6.

1 
(5

-2
5/

32
)

22
2 

(8
-3

/4
)

7 (9
/32

)
14

6.
1 

(5
-2

5/
32

)10 (13/32)10 (13/32)

81.5 (3-7/32)

28 (1-1/8)
62 (2-15/32)19.5 (25/32)

23
4 

(9
-7

/3
2)

340 (13-13/32) 193 (7-5/8)

40
0 

(1
5-

3/
4)

40
1(

15
-1

3/
16

)
53

.2
(2

-1
/8

)

22
(7

/8
)

101(4)
424 (16-5/8) 88(3-7/16)

TA
JIM

I 
19

(3
/4

)
LE

M
O

 
28

(1-
1/8

)

88.5
(3-1/2)

12.5
(1/2)

45
(1-

25
/32

)
24

7.
5

(9
-2

3/
32

)

19 (3/4)
12.75 (17/32)

465 (18)

7.2
(5/

16
)10.3(3/8)

10.3(3/8)

6(
1/

4)

2×(R)19
(3

/4
)

2×(R)

76
.2

(3
)

5.
9

(1
/4

)
50

(1-
15

/16
)

* Dimensions are for LEMO connector model.

4K Studio Camera
AK-UC3300
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