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SPECIFICATIONS

Pattern Omnidirectional

Sensitivity -67dB ± 3dB

Frequency Range 20 Hz - 20 kHz

SPL 115dB

Impedance 2,000 Ω

Weight 8 grams without cable connector

Style
Single Ear Ambidextrous

Dual Ear Adaptor - Left side (included)

Boom Length
90mm (SE-9)

115mm (SE-11)

Color

Black

Brown

Tan

Cable Thickness 1.3mm x 1.2M / .05” x 47”

Connectors*

TA4F — Shure®

3.5mm — Sennheiser®

XLR3 — AKG / Audix®

Hirose 4-Pin — Audio-Technica®

MIPRO®
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OMNIDIRECTIONAL POLAR PATTERN

OVERVIEW

The THOR: Hammer SE head worn microphones are high performance mics that feature a Danish omnidirectional condenser 
capsule. Carefully tuned for clear, articulation of both male and female voices, these microphones are perfect for houses of worship, 
presenters, theater and broadcast. The Hammer SE series has both shorter (SE-9) or longer (SE-11) versions. The mic system 
features a lightweight, flexible boom, an optional wrap-around headband, and a detachable, easy-to-replace cable.
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HAMMER SE-9 & SE-11 
 

Headset Microphones

*Compatible with most manufacturers.  
VocoPro UDH Series is not compatible. 

Dual Ear Headset 
Adaptor Included

TA4F3.5mm XLR3 XLR4

FOR DEALER ORDERS: 
sales@thorav.us 

(763) 999-4253 

THOR AV 
8821 Zealand Ave. N. Ste. B 

Brooklyn Park, MN 55445
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